QUICKLOCKLINE PT44 / PTH44 box

390 mm / 15,354 inch

340 mm / 13,386 inch

340 mm / 13,386 inch
390 mm/ 15,354 inch

50x2mm (1.96 x 0,08 inch) 48x3mm (1.89 x 0.12 inch)
20x2mm (0.78 x 0.08 inch) 20x2mm (0.78 x 0.08 inch)
EN-AW 6082 T6 EN-AW 6082 T6

STRAIGHT SEGMENT LENGTHS PT44 STRAIGHT SEGMENT LENGTHS PTH44

PT44-21 0.21m 0.69ft 3.19kg 7.03lbs PTH44-21 0.21m 0.69ft 3.6kg 7.941bs
PT44-25 0.25m 0.82ft 3.30kg 7.341lbs PTH44-25 0.25m 0.82ft 3.8kg 8.38lbs
PT44-29 0.29m 0.95ft 3.50kg 7.7lbs PTH44-29 0.29m 0.95ft 4.0kg 8.82Ibs
PT44-50 0.50m 1.641t 4.70kg 10.3lbs PTH44-50 0.50m 1.641t 5.5kg 12.183lbs
PT44-75 0.75m 2.46ft 5.90kg 13.01lbs PTH44-75 0.75m 2.46ft 7.1kg 15.65lbs
PT44-100 m 3.28ft 7.30kg 16.0lbs PTH44-100 im 3.28ft 8.7kg 19.18lbs
PT44-125 1.25m 4.10ft 8.20kg 18.08lbs PTH44-125 1.25m 4.10ft 10.0kg 22.05lbs
PT44-150 1.5m 4.92ft 9.60kg 21.1lbs PTH44-150 1.5m 4.92ft 11.6kg 25.57Ibs
PT44-175 1.75m 5.74ft | 10.80kg 23.81lbs PTH44-175 1.75m 5.74ft 13.3kg 29.32Ibs
PT44-200 2m 6.56ft | 11.90kg 26.1lbs PTH44-200 2m 6.56ft 14.7kg 32.41lbs
PT44-225 2.25m 7.38ft | 13.00kg 28.7lbs PTH44-225 2.25m 7.38ft 16.2kg 35.71lbs
PT44-250 2.5m 8.20ft | 14.40kg 31.7lbs PTH44-250 2.5m 8.20ft 17.9kg 39.46lbs
PT44-275 2.75m 9.02ft | 15.60kg 34.39Ibs PTH44-275 2.75m 9.02ft 19.4kg 42.77\bs
PT44-300 3m 9.84ft | 16.70kg 36.8lbs PTH44-300 3m 9.841t 20.8kg 45.86lbs
PT44-350 3.5m 11.48ft | 19.20kg 42 33Ibs PTH44-350 3.5m 11.48ft 24.1kg 53.13lbs
PT44-400 am 13.12ft | 21.00kg 47 6lbs PTH44-400 4m 18.12ft 27.0kg 59.52Ibs
PT44-450 4.5m 14.76ft | 24.20kg 53.35lbs PTH44-450 4.5m 14.76ft 30.4kg 67.02Ibs
PT44-500 5m 16.40ft | 26.40kg 58.2lbs PTH44-500 5m 16.40ft 33.2kg 73.19Ibs

LOADING TABLES PT44 / PTH44
| om | 4m | 6m | 8m | _dom | 2m |
204 204

Distrib. Load [kg/m] 1045 835 519 414 344 274 130 162 89 126
Deflection [mm] 0.9 0.5 7.2 4.1 24.3 13.8 46.1 32.8 731 64.1 106.0 | 104.6
Point load [kg] 2090 1669 1670 1656 1090 1483 814 1138 649 913 531 755
Deflection [mm] 1.4 9.2 6.5 20.6 19.8 37.2 36.5 59.3 58.1 86.4 84.8

0.8
| 656t 13.12ft 19,68t 26.24ft 32.81ft 39.37ft

Distrib. Load [Ib/ft] 702.2 | 561.1 348.8 | 278.2 | 231.2 184.1 1371 137.1 87.4 108.9 59.8 84.7

Deflection [inch] 0.04 0.002 0.3 0.01 1.0 0.05 1.8 0.1 2.9 0.2 4.2 0.3
Point load [Ib] 82.3 | 3679.5 | 657 | 3650.9 2.9 3269.5 | 32.0 | 2508.9 | 25.6 | 2012.8 | 20.9 | 1664.5
Deflection [inch] 0.1 0.03 0.4 0.3 0.8 0.8 1.5 1.4 2.3 2.3 3.4 3.3

Loading tables are valid for static loads and spans with two supporting points. Spans must be supported at each end. Contact
structural engineer if there are more supporting points applied or dynamic and wind loads involved.
High values of distributed loads are idealized. Loads must be applied to knot points!
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PTH44-C19

10.6kg 12.3kg
(23.371b) (27.12lb)

2-way 45° corner
1.2 m (3.94ft)
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PTH44-C21

6.5kg 7.8kg
(14.33Ib) (17.2lb)

2-way 90° corner
0.6 m (1.97ft)
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PTH44-C20

10.9kg 13.4kg
(24.083Ib) (29.541b)

2-way 60° corner
1.2 m (3.94ft)
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PTH44-C22 PTH44-C23 PTH44-C30
6.9kg 8.4kg 7.3kg 8.87kg 8.7kg 10.4kg

(19.18Ib) (22.93Ib)
3 way 90° corner
0.6 m (1.971t)

(15.211b) (18.52Ib) (16.091b) (19.561b)
2-way 120° corner

0.6 m (1.97ft)

PTH44-T42

11.8 kg 14.1kg
(26.011b) (31.091b)

4 way T-junction
0.81x0.6m (2.66x1.971t)

PTH44-T35

9.6kg 11.6kg
(21.16lb) 25.571b)

Bl 3-way T-junction
0.81x0.6m (2.66x1.97ft)

PTH44-C41

11.9kg 14.2kg
(26.241b) (31.311b)

4 way cross junction
0.81 m (2.66ft)
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QUICKLOCKLINE PT44/PTH44 vox

PTH44-C51

14.1kg 16.8kg
(31.091b) (37.041b)

5 way junction
0.81 m (2.66ft)

PTH44-C61

16.33kg 19.5kg
(361b) (42.991b)

6 way junction
0.81 m (2.66ft)

PTH44-MCB

8kg 8kg
(17.64Ib) (17.64Ib)

Bl Multi connection box
0.39 m (1.28ft)

9.6kg 24.1 kg
21.161b) (53.13Ib)

Circle various diameters
0.39 m (1.28ft)




